


Geared motors
Bevel helical geared motors

Dimensions

4/157Siemens D 87.1 · 2007

4

■ Gear unit KAS88 (three-stage), shaft-mounted design with shrink disk

KAS012

KAS88 Weight

Motor k kB AC AD AG LL HH DV KAS88

LA71 621.0 676.0 139.0 146 90 90 103.0 M20x1.5/M25x2.5 67

LA71Z 640.0 695.0 139.0 146 90 90 103.0 M20x1.5/M25x2.5 67

LA80 658.0 721.5 156.5 155 90 90 102.5 M20x1.5/M25x2.5 72

LA90S 689.0 760.0 174.0 163 90 90 102.5 M20x1.5/M25x2.5 77

LA90L 689.0 760.0 174.0 163 90 90 102.5 M20x1.5/M25x2.5 77

LA90ZL 734.0 805.0 174.0 163 90 90 102.5 M20x1.5/M25x2.5 80

LA100L 735.0 816.0 195.0 168 120 120 143.0 2xM32x1.5 86

LA112M 762.0 843.0 219.0 181 120 120 146.0 2xM32x1.5 97

LA132S 822.0 924.0 259.0 195 140 140 186.5 2xM32x1.5 110

LA132M 822.0 924.0 259.0 195 140 140 186.5 2xM32x1.5 110

LA132ZM 868.0 970.0 259.0 195 140 140 186.5 2xM32x1.5 120

LA160M 924.5 1043.0 313.5 227 165 165 212.0 2xM40x1.5 143

LA160L 924.5 1043.0 313.5 227 165 165 212.0 2xM40x1.5 143



Geared motors
Bevel helical geared motors

Dimensions
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4

■ Gear unit KADS88 (three-stage), shaft-mounted design with torque arm and shrink disk

KADS012

KADS88 Weight

Motor k kB AC AD AG LL HH DV KADS88

LA71 619.0 674.0 139.0 146 90 90 103.0 M20x1.5/M25x2.5 70

LA71Z 638.0 693.0 139.0 146 90 90 103.0 M20x1.5/M25x2.5 70

LA80 656.0 719.5 156.5 155 90 90 102.5 M20x1.5/M25x2.5 75

LA90S 687.0 758.0 174.0 163 90 90 102.5 M20x1.5/M25x2.5 79

LA90L 687.0 758.0 174.0 163 90 90 102.5 M20x1.5/M25x2.5 79

LA90ZL 732.0 803.0 174.0 163 90 90 102.5 M20x1.5/M25x2.5 82

LA100L 733.0 814.0 195.0 168 120 120 143.0 2xM32x1.5 88

LA112M 760.0 841.0 219.0 181 120 120 146.0 2xM32x1.5 100

LA132S 820.0 922.0 259.0 195 140 140 186.5 2xM32x1.5 113

LA132M 820.0 922.0 259.0 195 140 140 186.5 2xM32x1.5 113

LA132ZM 866.0 968.0 259.0 195 140 140 186.5 2xM32x1.5 122

LA160M 922.5 1041.0 313.5 227 165 165 212.0 2xM40x1.5 146

LA160L 922.5 1041.0 313.5 227 165 165 212.0 2xM40x1.5 146



Geared motors
Bevel helical geared motors

Dimensions
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4

■ Gear unit KAFS88 (three-stage), shaft-mounted design with flange and shrink disk

KAFS012

KAFS88 Weight

Motor k kB AC AD AG LL HH DV KAFS88

LA71 619.0 674.0 139.0 146 90 90 103.0 M20x1.5/M25x2.5 74

LA71Z 638.0 693.0 139.0 146 90 90 103.0 M20x1.5/M25x2.5 74

LA80 656.0 719.5 156.5 155 90 90 102.5 M20x1.5/M25x2.5 79

LA90S 687.0 758.0 174.0 163 90 90 102.5 M20x1.5/M25x2.5 83

LA90L 687.0 758.0 174.0 163 90 90 102.5 M20x1.5/M25x2.5 83

LA90ZL 732.0 803.0 174.0 163 90 90 102.5 M20x1.5/M25x2.5 86

LA100L 733.0 814.0 195.0 168 120 120 143.0 2xM32x1.5 92

LA112M 760.0 841.0 219.0 181 120 120 146.0 2xM32x1.5 104

LA132S 820.0 922.0 259.0 195 140 140 186.5 2xM32x1.5 117

LA132M 820.0 922.0 259.0 195 140 140 186.5 2xM32x1.5 117

LA132ZM 866.0 968.0 259.0 195 140 140 186.5 2xM32x1.5 126

LA160M 922.5 1041.0 313.5 227 165 165 212.0 2xM40x1.5 150

LA160L 922.5 1041.0 313.5 227 165 165 212.0 2xM40x1.5 150

➃ DIN 332 ➄ Parallel key / keyway DIN 6885 ➅ For note, see page 4/224



Geared motors
Bevel helical geared motors

Dimensions
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4

■ Gear unit KAZS88 (three-stage), shaft-mounted design with housing flange (C-type) and shrink disk

KAZS012

KAZS88 Weight

Motor k kB AC AD AG LL HH DV KAZS88

LA71 619.0 674.0 139.0 146 90 90 103.0 M20x1.5/M25x2.5 67

LA71Z 638.0 693.0 139.0 146 90 90 103.0 M20x1.5/M25x2.5 67

LA80 656.0 719.5 156.5 155 90 90 102.5 M20x1.5/M25x2.5 72

LA90S 687.0 758.0 174.0 163 90 90 102.5 M20x1.5/M25x2.5 76

LA90L 687.0 758.0 174.0 163 90 90 102.5 M20x1.5/M25x2.5 76

LA90ZL 732.0 803.0 174.0 163 90 90 102.5 M20x1.5/M25x2.5 79

LA100L 733.0 814.0 195.0 168 120 120 143.0 2xM32x1.5 85

LA112M 760.0 841.0 219.0 181 120 120 146.0 2xM32x1.5 97

LA132S 820.0 922.0 259.0 195 140 140 186.5 2xM32x1.5 110

LA132M 820.0 922.0 259.0 195 140 140 186.5 2xM32x1.5 110

LA132ZM 866.0 968.0 259.0 195 140 140 186.5 2xM32x1.5 119

LA160M 922.5 1041.0 313.5 227 165 165 212.0 2xM40x1.5 143

LA160L 922.5 1041.0 313.5 227 165 165 212.0 2xM40x1.5 143



Geared motors
Bevel helical geared motors

Dimensions
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4

■ Gear unit K108 (three-stage), housing-flange-mounted design (C-type)

K012

d to1 l l3 l4 t u i q DR

60 m6 120 110 5 64 18 150 240
M20x42

80* m6 170 125 20 85 22 200 290

*) Preferred series

K108 Weight

Motor k kB AC AD AG LL HH DV K108

LA80 729.0 792.5 156.5 155.0 90 90 87.5 M20x1.5/M25x2.5 133

LA90S 760.0 831.0 174.0 163.0 90 90 87.5 M20x1.5/M25x2.5 138

LA90L 760.0 831.0 174.0 163.0 90 90 87.5 M20x1.5/M25x2.5 138

LA90ZL 805.0 876.0 174.0 163.0 90 90 87.5 M20x1.5/M25x2.5 141

LA100L 803.5 884.5 195.0 168.0 120 120 125.5 2xM32x1.5 146

LA112M 829.5 910.5 219.0 181.0 120 120 127.5 2xM32x1.5 158

LA132S 889.5 991.5 259.0 195.0 140 140 168.0 2xM32x1.5 169

LA132M 889.5 991.5 259.0 195.0 140 140 168.0 2xM32x1.5 169

LA132ZM 935.5 1037.5 259.0 195.0 140 140 168.0 2xM32x1.5 179

LA160M 994.0 1112.5 313.5 227.0 165 165 195.5 2xM40x1.5 204

LA160L 994.0 1112.5 313.5 227.0 165 165 195.5 2xM40x1.5 204

LG180ZM 1104.5 1226.5 348.0 322.5 260 192 212.5 2xM40x1.5 326

LG180L 1053.5 1175.5 348.0 322.5 260 192 212.5 2xM40x1.5 296

LG180ZL 1104.5 1226.5 348.0 322.5 260 192 212.5 2xM40x1.5 326

➃ DIN 332 ➄ Parallel key / keyway DIN 6885



Geared motors
Bevel helical geared motors

Dimensions
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4

■ Gear unit KF108 (three-stage), flange-mounted design (A-type)

KF012 

KF108 Weight

Motor k kB AC AD AG LL HH DV KF108

LA80 732.5 796.0 156.5 155.0 90 90 87.5 M20x1.5/M25x2.5 146

LA90S 763.5 834.5 174.0 163.0 90 90 87.5 M20x1.5/M25x2.5 151

LA90L 763.5 834.5 174.0 163.0 90 90 87.5 M20x1.5/M25x2.5 151

LA90ZL 808.5 879.5 174.0 163.0 90 90 87.5 M20x1.5/M25x2.5 154

LA100L 807.0 888.0 195.0 168.0 120 120 125.5 2xM32x1.5 159

LA112M 833.0 914.0 219.0 181.0 120 120 127.5 2xM32x1.5 171

LA132S 893.0 995.0 259.0 195.0 140 140 168.0 2xM32x1.5 183

LA132M 893.0 995.0 259.0 195.0 140 140 168.0 2xM32x1.5 183

LA132ZM 939.0 1041.0 259.0 195.0 140 140 168.0 2xM32x1.5 192

LA160M 997.5 1116.0 313.5 227.0 165 165 195.5 2xM40x1.5 217

LA160L 997.5 1116.0 313.5 227.0 165 165 195.5 2xM40x1.5 217

LG180ZM 1108.0 1230.0 348.0 322.5 260 192 212.5 2xM40x1.5 339

LG180L 1057.0 1179.0 348.0 322.5 260 192 212.5 2xM40x1.5 309

LG180ZL 1108.0 1230.0 348.0 322.5 260 192 212.5 2xM40x1.5 339

➃ DIN 332 ➄ Parallel key / keyway DIN 6885 ➅ For note, see page 4/224



Geared motors
Bevel helical geared motors
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■ Gear unit KA108 (three-stage), housing-flange-mounted design (C-type)

KA012

d l9 M t u

70* 63.5 M20 74.9 20

60 64.0 M20 64.4 18

*) Preferred series

KA108 Weight

Motor k kB AC AD AG LL HH DV KA108

LA80 729.0 792.5 156.5 155.0 90 90 87.5 M20x1.5/M25x2.5 120

LA90S 760.0 831.0 174.0 163.0 90 90 87.5 M20x1.5/M25x2.5 125

LA90L 760.0 831.0 174.0 163.0 90 90 87.5 M20x1.5/M25x2.5 125

LA90ZL 805.0 876.0 174.0 163.0 90 90 87.5 M20x1.5/M25x2.5 128

LA100L 803.5 884.5 195.0 168.0 120 120 125.5 2xM32x1.5 133

LA112M 829.5 910.5 219.0 181.0 120 120 127.5 2xM32x1.5 145

LA132S 889.5 991.5 259.0 195.0 140 140 168.0 2xM32x1.5 157

LA132M 889.5 991.5 259.0 195.0 140 140 168.0 2xM32x1.5 157

LA132ZM 935.5 1037.5 259.0 195.0 140 140 168.0 2xM32x1.5 166

LA160M 994.0 1112.5 313.5 227.0 165 165 195.5 2xM40x1.5 191

LA160L 994.0 1112.5 313.5 227.0 165 165 195.5 2xM40x1.5 191

LG180ZM 1104.5 1226.5 348.0 322.5 260 192 212.5 2xM40x1.5 313

LG180L 1053.5 1175.5 348.0 322.5 260 192 212.5 2xM40x1.5 283

LG180ZL 1104.5 1226.5 348.0 322.5 260 192 212.5 2xM40x1.5 313

➃ DIN 332 ➄ Parallel key / keyway DIN 6885 ➀ EN 24014



Geared motors
Bevel helical geared motors

Dimensions
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4

■ Gear unit KAD108 (three-stage), shaft-mounted design with torque arm

KAD012

d l9 M t u

70* 63.5 M20 74.9 20

60 64.0 M20 64.4 18

*) Preferred series

KAD108 Weight

Motor k kB AC AD AG LL HH DV KAD108

LA80 732.5 796.0 156.5 155.0 90 90 87.5 M20x1.5/M25x2.5 128

LA90S 763.5 834.5 174.0 163.0 90 90 87.5 M20x1.5/M25x2.5 133

LA90L 763.5 834.5 174.0 163.0 90 90 87.5 M20x1.5/M25x2.5 133

LA90ZL 808.5 879.5 174.0 163.0 90 90 87.5 M20x1.5/M25x2.5 136

LA100L 807.0 888.0 195.0 168.0 120 120 125.5 2xM32x1.5 141

LA112M 833.0 914.0 219.0 181.0 120 120 127.5 2xM32x1.5 153

LA132S 893.0 995.0 259.0 195.0 140 140 168.0 2xM32x1.5 164

LA132M 893.0 995.0 259.0 195.0 140 140 168.0 2xM32x1.5 164

LA132ZM 939.0 1041.0 259.0 195.0 140 140 168.0 2xM32x1.5 174

LA160M 997.5 1116.0 313.5 227.0 165 165 195.5 2xM40x1.5 199

LA160L 997.5 1116.0 313.5 227.0 165 165 195.5 2xM40x1.5 199

LG180ZM 1108.0 1230.0 348.0 322.5 260 192 212.5 2xM40x1.5 321

LG180L 1057.0 1179.0 348.0 322.5 260 192 212.5 2xM40x1.5 291

LG180ZL 1108.0 1230.0 348.0 322.5 260 192 212.5 2xM40x1.5 321

➃ DIN 332 ➄ Parallel key / keyway DIN 6885 ➀ EN 24014 ➆ For note, see page 4/225



Geared motors
Bevel helical geared motors

Dimensions

4/165Siemens D 87.1 · 2007

4

■ Gear unit KAF108 (three-stage), shaft-mounted design with flange

KAF012

d l9 M t u

70* 63.5 M20 74.9 20

60 64.0 M20 64.4 18

*) Preferred series

KAF108 Weight

Motor k kB AC AD AG LL HH DV KAF108

LA80 732.5 796.0 156.5 155.0 90 90 87.5 M20x1.5/M25x2.5 133

LA90S 763.5 834.5 174.0 163.0 90 90 87.5 M20x1.5/M25x2.5 137

LA90L 763.5 834.5 174.0 163.0 90 90 87.5 M20x1.5/M25x2.5 137

LA90ZL 808.5 879.5 174.0 163.0 90 90 87.5 M20x1.5/M25x2.5 140

LA100L 807.0 888.0 195.0 168.0 120 120 125.5 2xM32x1.5 145

LA112M 833.0 914.0 219.0 181.0 120 120 127.5 2xM32x1.5 158

LA132S 893.0 995.0 259.0 195.0 140 140 168.0 2xM32x1.5 169

LA132M 893.0 995.0 259.0 195.0 140 140 168.0 2xM32x1.5 169

LA132ZM 939.0 1041.0 259.0 195.0 140 140 168.0 2xM32x1.5 178

LA160M 997.5 1116.0 313.5 227.0 165 165 195.5 2xM40x1.5 204

LA160L 997.5 1116.0 313.5 227.0 165 165 195.5 2xM40x1.5 204

LG180ZM 1108.0 1230.0 348.0 322.5 260 192 212.5 2xM40x1.5 326

LG180L 1057.0 1179.0 348.0 322.5 260 192 212.5 2xM40x1.5 296

LG180ZL 1108.0 1230.0 348.0 322.5 260 192 212.5 2xM40x1.5 326

➃ DIN 332 ➄ Parallel key / keyway DIN 6885 ➀ EN 24014 ➅ For note, see page 4/224



Geared motors
Bevel helical geared motors

Dimensions
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4

■ Gear unit KAZ108 (three-stage), shaft-mounted design with housing flange (C-type)

KAZ012

d l9 M t u

70* 63.5 M20 74.9 20

60 64.0 M20 64.4 18

*) Preferred series

KAZ108 Weight

Motor k kB AC AD AG LL HH DV KAZ108

LA80 732.5 796.0 156.5 155.0 90 90 87.5 M20x1.5/M25x2.5 123

LA90S 763.5 834.5 174.0 163.0 90 90 87.5 M20x1.5/M25x2.5 128

LA90L 763.5 834.5 174.0 163.0 90 90 87.5 M20x1.5/M25x2.5 128

LA90ZL 808.5 879.5 174.0 163.0 90 90 87.5 M20x1.5/M25x2.5 131

LA100L 807.0 888.0 195.0 168.0 120 120 125.5 2xM32x1.5 136

LA112M 833.0 914.0 219.0 181.0 120 120 127.5 2xM32x1.5 148

LA132S 893.0 995.0 259.0 195.0 140 140 168.0 2xM32x1.5 160

LA132M 893.0 995.0 259.0 195.0 140 140 168.0 2xM32x1.5 160

LA132ZM 939.0 1041.0 259.0 195.0 140 140 168.0 2xM32x1.5 169

LA160M 997.5 1116.0 313.5 227.0 165 165 195.5 2xM40x1.5 194

LA160L 997.5 1116.0 313.5 227.0 165 165 195.5 2xM40x1.5 194

LG180ZM 1108.0 1230.0 348.0 322.5 260 192 212.5 2xM40x1.5 316

LG180L 1057.0 1179.0 348.0 322.5 260 192 212.5 2xM40x1.5 286

LG180ZL 1108.0 1230.0 348.0 322.5 260 192 212.5 2xM40x1.5 316

➃ DIN 332 ➄ Parallel key / keyway DIN 6885 ➀ EN 24014 ➆ For note, see page 4/225



Geared motors
Bevel helical geared motors

Dimensions

4/167Siemens D 87.1 · 2007

4

■ Gear unit KAS108 (three-stage), shaft-mounted design with shrink disk

KAS012

KAS108 Weight

Motor k kB AC AD AG LL HH DV KAS108

LA80 729.0 792.5 156.5 155.0 90 90 87.5 M20x1.5/M25x2.5 123

LA90S 760.0 831.0 174.0 163.0 90 90 87.5 M20x1.5/M25x2.5 127

LA90L 760.0 831.0 174.0 163.0 90 90 87.5 M20x1.5/M25x2.5 127

LA90ZL 805.0 876.0 174.0 163.0 90 90 87.5 M20x1.5/M25x2.5 130

LA100L 803.5 884.5 195.0 168.0 120 120 125.5 2xM32x1.5 135

LA112M 829.5 910.5 219.0 181.0 120 120 127.5 2xM32x1.5 147

LA132S 889.5 991.5 259.0 195.0 140 140 168.0 2xM32x1.5 159

LA132M 889.5 991.5 259.0 195.0 140 140 168.0 2xM32x1.5 159

LA132ZM 935.5 1037.5 259.0 195.0 140 140 168.0 2xM32x1.5 168

LA160M 994.0 1112.5 313.5 227.0 165 165 195.5 2xM40x1.5 194

LA160L 994.0 1112.5 313.5 227.0 165 165 195.5 2xM40x1.5 194

LG180ZM 1104.5 1226.5 348.0 322.5 260 192 212.5 2xM40x1.5 316

LG180L 1053.5 1175.5 348.0 322.5 260 192 212.5 2xM40x1.5 286

LG180ZL 1104.5 1226.5 348.0 322.5 260 192 212.5 2xM40x1.5 316



Geared motors
Bevel helical geared motors

Dimensions
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4

■ Gear unit KADS108 (three-stage), shaft-mounted design with torque arm and shrink disk

KADS012

KADS108 Weight

Motor k kB AC AD AG LL HH DV KADS108

LA80 732.5 796.0 156.5 155.0 90 90 87.5 M20x1.5/M25x2.5 130

LA90S 763.5 834.5 174.0 163.0 90 90 87.5 M20x1.5/M25x2.5 135

LA90L 763.5 834.5 174.0 163.0 90 90 87.5 M20x1.5/M25x2.5 135

LA90ZL 808.5 879.5 174.0 163.0 90 90 87.5 M20x1.5/M25x2.5 138

LA100L 807.0 888.0 195.0 168.0 120 120 125.5 2xM32x1.5 143

LA112M 833.0 914.0 219.0 181.0 120 120 127.5 2xM32x1.5 155

LA132S 893.0 995.0 259.0 195.0 140 140 168.0 2xM32x1.5 167

LA132M 893.0 995.0 259.0 195.0 140 140 168.0 2xM32x1.5 167

LA132ZM 939.0 1041.0 259.0 195.0 140 140 168.0 2xM32x1.5 176

LA160M 997.5 1116.0 313.5 227.0 165 165 195.5 2xM40x1.5 201

LA160L 997.5 1116.0 313.5 227.0 165 165 195.5 2xM40x1.5 201

LG180ZM 1108.0 1230.0 348.0 322.5 260 192 212.5 2xM40x1.5 323

LG180L 1057.0 1179.0 348.0 322.5 260 192 212.5 2xM40x1.5 293

LG180ZL 1108.0 1230.0 348.0 322.5 260 192 212.5 2xM40x1.5 323

➆ For note, see page 4/225



Geared motors
Bevel helical geared motors

Dimensions
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4

■ Gear unit KAFS108 (three-stage), shaft-mounted design with flange and shrink disk

KAFS012

KAFS108 Weight

Motor k kB AC AD AG LL HH DV KAFS108

LA80 732.5 796.0 156.5 155.0 90 90 87.5 M20x1.5/M25x2.5 136

LA90S 763.5 834.5 174.0 163.0 90 90 87.5 M20x1.5/M25x2.5 140

LA90L 763.5 834.5 174.0 163.0 90 90 87.5 M20x1.5/M25x2.5 140

LA90ZL 808.5 879.5 174.0 163.0 90 90 87.5 M20x1.5/M25x2.5 143

LA100L 807.0 888.0 195.0 168.0 120 120 125.5 2xM32x1.5 148

LA112M 833.0 914.0 219.0 181.0 120 120 127.5 2xM32x1.5 161

LA132S 893.0 995.0 259.0 195.0 140 140 168.0 2xM32x1.5 172

LA132M 893.0 995.0 259.0 195.0 140 140 168.0 2xM32x1.5 172

LA132ZM 939.0 1041.0 259.0 195.0 140 140 168.0 2xM32x1.5 181

LA160M 997.5 1116.0 313.5 227.0 165 165 195.5 2xM40x1.5 207

LA160L 997.5 1116.0 313.5 227.0 165 165 195.5 2xM40x1.5 207

LG180ZM 1108.0 1230.0 348.0 322.5 260 192 212.5 2xM40x1.5 329

LG180L 1057.0 1179.0 348.0 322.5 260 192 212.5 2xM40x1.5 299

LG180ZL 1108.0 1230.0 348.0 322.5 260 192 212.5 2xM40x1.5 329

➅ For note, see page 4/224



Geared motors
Bevel helical geared motors

Dimensions
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■ Gear unit KAZS108 (three-stage), shaft-mounted design with housing flange (C-type) and shrink disk

KAZS012

KAZS108 Weight

Motor k kB AC AD AG LL HH DV KAZS108

LA80 732.5 796.0 156.5 155.0 90 90 87.5 M20x1.5/M25x2.5 116

LA90S 763.5 834.5 174.0 163.0 90 90 87.5 M20x1.5/M25x2.5 120

LA90L 763.5 834.5 174.0 163.0 90 90 87.5 M20x1.5/M25x2.5 120

LA90ZL 808.5 879.5 174.0 163.0 90 90 87.5 M20x1.5/M25x2.5 123

LA100L 807.0 888.0 195.0 168.0 120 120 125.5 2xM32x1.5 128

LA112M 833.0 914.0 219.0 181.0 120 120 127.5 2xM32x1.5 140

LA132S 893.0 995.0 259.0 195.0 140 140 168.0 2xM32x1.5 152

LA132M 893.0 995.0 259.0 195.0 140 140 168.0 2xM32x1.5 152

LA132ZM 939.0 1041.0 259.0 195.0 140 140 168.0 2xM32x1.5 161

LA160M 997.5 1116.0 313.5 227.0 165 165 195.5 2xM40x1.5 187

LA160L 997.5 1116.0 313.5 227.0 165 165 195.5 2xM40x1.5 187

LG180ZM 1108.0 1230.0 348.0 322.5 260 192 212.5 2xM40x1.5 309

LG180L 1057.0 1179.0 348.0 322.5 260 192 212.5 2xM40x1.5 279

LG180ZL 1108.0 1230.0 348.0 322.5 260 192 212.5 2xM40x1.5 309

➆ For note, see page 4/225
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Bevel helical geared motors

Dimensions
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■ Gear unit K128 (three-stage), housing-flange-mounted design (C-type)

K012

d to1 l l3 l4 t u i q DR

70 m6 140 125 7.5 74.5 20 170 290 M20x42

90* m6 170 140 15.0 95.0 25 200 320 M24x50

*) Preferred series

K128 Weight

Motor k kB AC AD AG LL HH DV K128

LA90S 819.5 890.5 174.0 163.0 90 90 76.0 M20x1.5/M25x2.5 210

LA90L 819.5 890.5 174.0 163.0 90 90 76.0 M20x1.5/M25x2.5 210

LA90ZL 864.5 935.5 174.0 163.0 90 90 76.0 M20x1.5/M25x2.5 213

LA100L 862.5 943.5 195.0 168.0 120 120 113.5 2xM32x1.5 218

LA112M 889.0 970.0 219.0 181.0 120 120 116.0 2xM32x1.5 230

LA132S 948.0 1050.0 259.0 195.0 140 140 155.5 2xM32x1.5 240

LA132M 948.0 1050.0 259.0 195.0 140 140 155.5 2xM32x1.5 240

LA132ZM 994.0 1096.0 259.0 195.0 140 140 155.5 2xM32x1.5 249

LA160M 1053.5 1172.0 313.5 227.0 165 165 184.0 2xM40x1.5 275

LA160L 1053.5 1172.0 313.5 227.0 165 165 184.0 2xM40x1.5 275

LG180ZM 1161.0 1283.0 348.0 322.5 260 192 198.0 2xM40x1.5 401

LG180L 1110.0 1232.0 348.0 322.5 260 192 198.0 2xM40x1.5 371

LG180ZL 1161.0 1283.0 348.0 322.5 260 192 198.0 2xM40x1.5 401

LG200L 1166.0 1292.0 385.0 301.0 260 192 228.0 2xM50x1.5 451

LG225S* 1427.5 AA 439.0 325.0 260 192 196.5 2xM50x1.5 607

LG225M* 1427.5 AA 439.0 325.0 260 192 196.5 2xM50x1.5 595

LG225ZM* 1487.5 AA 439.0 325.0 260 192 196.5 2xM50x1.5 653

➃ DIN 332 ➄ Parallel key / keyway DIN 6885 * Incl. adapter AA On request



Geared motors
Bevel helical geared motors

Dimensions

4/172 Siemens D 87.1 · 2007

4

■ Gear unit KF128 (three-stage), flange-mounted design (A-type)

KF012 

KF128 Weight

Motor k kB AC AD AG LL HH DV KF128

LA90S 816.0 887.0 174.0 163.0 90 90 76.0 M20x1.5/M25x2.5 235

LA90L 816.0 887.0 174.0 163.0 90 90 76.0 M20x1.5/M25x2.5 235

LA90ZL 861.0 932.0 174.0 163.0 90 90 76.0 M20x1.5/M25x2.5 238

LA100L 859.0 940.0 195.0 168.0 120 120 113.5 2xM32x1.5 243

LA112M 885.5 966.5 219.0 181.0 120 120 116.0 2xM32x1.5 255

LA132S 944.5 1046.5 259.0 195.0 140 140 155.5 2xM32x1.5 265

LA132M 944.5 1046.5 259.0 195.0 140 140 155.5 2xM32x1.5 265

LA132ZM 990.5 1092.5 259.0 195.0 140 140 155.5 2xM32x1.5 275

LA160M 1050.0 1168.5 313.5 227.0 165 165 184.0 2xM40x1.5 300

LA160L 1050.0 1168.5 313.5 227.0 165 165 184.0 2xM40x1.5 300

LG180ZM 1157.5 1279.5 348.0 322.5 260 192 198.0 2xM40x1.5 427

LG180L 1106.5 1228.5 348.0 322.5 260 192 198.0 2xM40x1.5 397

LG180ZL 1157.5 1279.5 348.0 322.5 260 192 198.0 2xM40x1.5 427

LG200L 1162.5 1288.5 385.0 301.0 260 192 228.0 2xM50x1.5 477

LG225S* 1424.0 AA 439.0 325.0 260 192 196.5 2xM50x1.5 633

LG225M* 1424.0 AA 439.0 325.0 260 192 196.5 2xM50x1.5 621

LG225ZM* 1484.0 AA 439.0 325.0 260 192 196.5 2xM50x1.5 679

➃ DIN 332
➅ For note, see page 4/224

➄ Parallel key / keyway DIN 6885 * Incl. adapter AA On request
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Bevel helical geared motors
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■ Gear unit KA128 (three-stage), housing-flange-mounted design (C-type)

KA012

d l9 M t u

80* 63.5 M20 85.4 22

70 63.5 M20 74.9 20

*) Preferred series

KA128 Weight

Motor k kB AC AD AG LL HH DV KA128

LA90S 819.5 890.5 174.0 163.0 90 90 76.0 M20x1.5/M25x2.5 190

LA90L 819.5 890.5 174.0 163.0 90 90 76.0 M20x1.5/M25x2.5 190

LA90ZL 864.5 935.5 174.0 163.0 90 90 76.0 M20x1.5/M25x2.5 193

LA100L 862.5 943.5 195.0 168.0 120 120 113.5 2xM32x1.5 198

LA112M 889.0 970.0 219.0 181.0 120 120 116.0 2xM32x1.5 210

LA132S 948.0 1050.0 259.0 195.0 140 140 155.5 2xM32x1.5 220

LA132M 948.0 1050.0 259.0 195.0 140 140 155.5 2xM32x1.5 220

LA132ZM 994.0 1096.0 259.0 195.0 140 140 155.5 2xM32x1.5 230

LA160M 1053.5 1172.0 313.5 227.0 165 165 184.0 2xM40x1.5 255

LA160L 1053.5 1172.0 313.5 227.0 165 165 184.0 2xM40x1.5 255

LG180ZM 1161.0 1283.0 348.0 322.5 260 192 198.0 2xM40x1.5 382

LG180L 1110.0 1232.0 348.0 322.5 260 192 198.0 2xM40x1.5 352

LG180ZL 1161.0 1283.0 348.0 322.5 260 192 198.0 2xM40x1.5 382

LG200L 1166.0 1292.0 385.0 301.0 260 192 228.0 2xM50x1.5 432

LG225S* 1427.5 AA 439.0 325.0 260 192 196.5 2xM50x1.5 588

LG225M* 1427.5 AA 439.0 325.0 260 192 196.5 2xM50x1.5 576

LG225ZM* 1487.5 AA 439.0 325.0 260 192 196.5 2xM50x1.5 634

➃ DIN332
➄ Parallel key / keyway DIN 6885

➀ EN 24014 * Incl. adapter AA On request



Geared motors
Bevel helical geared motors

Dimensions
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■ Gear unit KAD128 (three-stage), shaft-mounted design with torque arm

KAD012

d l9 M t u

80* 63.5 M20 85.4 22

70 63.5 M20 74.9 20

*) Preferred series

KAD128 Weight

Motor k kB AC AD AG LL HH DV KAD128

LA90S 816.0 887.0 174.0 163.0 90 90 76.0 M20x1.5/M25x2.5 204

LA90L 816.0 887.0 174.0 163.0 90 90 76.0 M20x1.5/M25x2.5 204

LA90ZL 861.0 932.0 174.0 163.0 90 90 76.0 M20x1.5/M25x2.5 207

LA100L 859.0 940.0 195.0 168.0 120 120 113.5 2xM32x1.5 212

LA112M 885.5 966.5 219.0 181.0 120 120 116.0 2xM32x1.5 224

LA132S 944.5 1046.5 259.0 195.0 140 140 155.5 2xM32x1.5 235

LA132M 944.5 1046.5 259.0 195.0 140 140 155.5 2xM32x1.5 235

LA132ZM 990.5 1092.5 259.0 195.0 140 140 155.5 2xM32x1.5 244

LA160M 1050.0 1168.5 313.5 227.0 165 165 184.0 2xM40x1.5 269

LA160L 1050.0 1168.5 313.5 227.0 165 165 184.0 2xM40x1.5 269

LG180ZM 1157.5 1279.5 348.0 322.5 260 192 198.0 2xM40x1.5 396

LG180L 1106.5 1228.5 348.0 322.5 260 192 198.0 2xM40x1.5 366

LG180ZL 1157.5 1279.5 348.0 322.5 260 192 198.0 2xM40x1.5 396

LG200L 1162.5 1288.5 385.0 301.0 260 192 228.0 2xM50x1.5 446

LG225S* 1424.0 AA 439.0 325.0 260 192 196.5 2xM50x1.5 602

LG225M* 1424.0 AA 439.0 325.0 260 192 196.5 2xM50x1.5 590

LG225ZM* 1484.0 AA 439.0 325.0 260 192 196.5 2xM50x1.5 648

➃ DIN332
➄ Parallel key / keyway DIN 6885

➀ EN 24014
➆ For note, see page 4/225

* Incl. adapter AA On request
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Bevel helical geared motors
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4

■ Gear unit KAF128 (three-stage), shaft-mounted design with flange

KAF012

d l9 M t u

80* 63.5 M20 85.4 22

70 63.5 M20 74.9 20

*) Preferred series

KAF128 Weight

Motor k kB AC AD AG LL HH DV KAF128

LA90S 816.0 887.0 174.0 163.0 90 90 76.0 M20x1.5/M25x2.5 215

LA90L 816.0 887.0 174.0 163.0 90 90 76.0 M20x1.5/M25x2.5 215

LA90ZL 861.0 932.0 174.0 163.0 90 90 76.0 M20x1.5/M25x2.5 218

LA100L 859.0 940.0 195.0 168.0 120 120 113.5 2xM32x1.5 223

LA112M 885.5 966.5 219.0 181.0 120 120 116.0 2xM32x1.5 235

LA132S 944.5 1046.5 259.0 195.0 140 140 155.5 2xM32x1.5 246

LA132M 944.5 1046.5 259.0 195.0 140 140 155.5 2xM32x1.5 246

LA132ZM 990.5 1092.5 259.0 195.0 140 140 155.5 2xM32x1.5 255

LA160M 1050.0 1168.5 313.5 227.0 165 165 184.0 2xM40x1.5 280

LA160L 1050.0 1168.5 313.5 227.0 165 165 184.0 2xM40x1.5 280

LG180ZM 1157.5 1279.5 348.0 322.5 260 192 198.0 2xM40x1.5 407

LG180L 1106.5 1228.5 348.0 322.5 260 192 198.0 2xM40x1.5 377

LG180ZL 1157.5 1279.5 348.0 322.5 260 192 198.0 2xM40x1.5 407

LG200L 1162.5 1288.5 385.0 301.0 260 192 228.0 2xM50x1.5 457

LG225S* 1424.0 AA 439.0 325.0 260 192 196.5 2xM50x1.5 603

LG225M* 1424.0 AA 439.0 325.0 260 192 196.5 2xM50x1.5 601

LG225ZM* 1484.0 AA 439.0 325.0 260 192 196.5 2xM50x1.5 659

➃ DIN332
➄ Parallel key / keyway DIN 6885

➀ EN 24014
➅ For note, see page 4/224

* Incl. adapter AA On request



Geared motors
Bevel helical geared motors

Dimensions
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■ Gear unit KAZ128 (three-stage), shaft-mounted design with housing flange (C-type)

KAZ012

d l9 M t u

80* 63.5 M20 85.4 22

70 63.5 M20 74.9 20

*) Preferred series

KAZ128 Weight

Motor k kB AC AD AG LL HH DV KAZ128

LA90S 816.0 887.0 174.0 163.0 90 90 76.0 M20x1.5/M25x2.5 198

LA90L 816.0 887.0 174.0 163.0 90 90 76.0 M20x1.5/M25x2.5 198

LA90ZL 861.0 932.0 174.0 163.0 90 90 76.0 M20x1.5/M25x2.5 201

LA100L 859.0 940.0 195.0 168.0 120 120 113.5 2xM32x1.5 206

LA112M 885.5 966.5 219.0 181.0 120 120 116.0 2xM32x1.5 218

LA132S 944.5 1046.5 259.0 195.0 140 140 155.5 2xM32x1.5 228

LA132M 944.5 1046.5 259.0 195.0 140 140 155.5 2xM32x1.5 228

LA132ZM 990.5 1092.5 259.0 195.0 140 140 155.5 2xM32x1.5 238

LA160M 1050.0 1168.5 313.5 227.0 165 165 184.0 2xM40x1.5 263

LA160L 1050.0 1168.5 313.5 227.0 165 165 184.0 2xM40x1.5 263

LG180ZM 1157.5 1279.5 348.0 322.5 260 192 198.0 2xM40x1.5 390

LG180L 1106.5 1228.5 348.0 322.5 260 192 198.0 2xM40x1.5 360

LG180ZL 1157.5 1279.5 348.0 322.5 260 192 198.0 2xM40x1.5 390

LG200L 1162.5 1288.5 385.0 301.0 260 192 228.0 2xM50x1.5 440

LG225S* 1424.0 AA 439.0 325.0 260 192 196.5 2xM50x1.5 596

LG225M* 1424.0 AA 439.0 325.0 260 192 196.5 2xM50x1.5 584

LG225ZM* 1484.0 AA 439.0 325.0 260 192 196.5 2xM50x1.5 642

➃ DIN332
➄ Parallel key / keyway DIN 6885

➀ EN 24014
➆ For note, see page 4/225

* Incl. adapter AA On request




